BTI-191 BIMETAL THERMOMETER

Applications:

BTI 191 bimetal thermometers are used for general
process instrumentation in chemical, petrochemical,
energy, gas, oil and water industries.

Description:

Ranges from -40...+600°C

Stem lenght 50mm do 1000mm

Case, stem, connection from stainless steel

Zero point adjustment (RESET screw on the back)
In conformity with EN 13190

Technical data:

Nominal size (DN): 80mm, 100mm, 160mm :
Accuracy class: 1% , -
Case: stainless steel (EN1.4301, AISI 304, ) ¢ | ——
Temperature element: bimetal coil 7 e Vg .
Stem: @6mm stainless steel (EN 1.4571, AISI 316Ti) > 200 300 >
Working range: [ ~
-continious in "measuring range” '
-short time (max 24h) v "scale range”

Stem position: axial / center back, every angel

Dial: aluminum, white, black print

Pointer: aluminum

Window: tempered glass

Ingress protection: |P 65 per EN 60529

Maximum pressure on the stem: 6bar (+ thermowell
for higher pressure)

picture 2: 191Z DN100
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DIMENSIONS:

picture 3: 191H

Table of dimensions:

@D G @d | F [SW| b | by | b
85 (DN8O0) G1/2"
110 (DN100) |M12x1,5( 6 | 80 | 22 | 5 | 20 | 45

ad

160 (DN160) | 1/2'NPT S iy
*in mm. picture 4: 191Z
i :
- o =
[ _ picture 6: 191Z at 180° angle

picture 5: 191Z at 90° angle
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RANGES:

Scale range (°C) Measuring range (°C) Scale spacing (°C)  |[Error max +°C (EN 13190)
-40...+40 -30...+30 1 1
-20...+60 -10...+50 1 1
0...60 10...50 0,5 1
0...100 10...90 1 1
0...120 10...110 1 2
0...160 20...140 1 2
0...200 20...180 2 2
0...250 30...220 2 2,5
0...300 30...270 2,5 5
0...400 50...350 2,5 5
0...500 50...450 5 5
0...600 60...540 5 10
ORDERING:
code
1. |TYPE axail / back H
every angel Z
2. |NOMINAL SIZE (DN) 80mm 80
100mm 100
160mm 160
3. |STEIVI LENGHT I, (in mm) 50 50 0-60°C, 0-300°C minimum 80mm
100 100
per order X
4. | STEM DIAMETER 6mm 6
8mm 8
5. [PROCESS CONNECTION M12x1,5 M12 only w ith 6mm stem diameter
G1/2" G12 compression fitting availible
1/2"NPT NPT12 compression fitting availible
6. | SCALE RANGE -40...+40 -40/40
-20...+60 -20/60
0...60 60
0...100 100
0...120 120
0...160 160
0...200 200
0...250 250
0...300 300
0...400 400
0...500 500
0...600 600
7. | THERMOWELL w ithout /
EXAMPLE:
type 1. 2. 3. 4. 5. 6. 7.
code: | 191 H 100 50 6 G12 120 Y4)
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